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Electron cocling at high energys with an eleciron beam
circulating in a storage ring was proposed a long time ago,l
but the idea was dismissed with a premature Jjudgement of the
impossibiliity of achleving & reasonably fast cooling rate with
the beam density available. For instance, the present Fermilab2
scheme has a projected cocling time of 50 msec with an electron
current density of 1 A/om2 at B = 0.566. At larger energies,
because of the strong dependence of fThe cooling rate on the
beam momentum, a reascnable cooling rate can be obtained only
wilth very high electron densities. Recently C. Rubbia3
peinted out that indeed such large denslfties are avallable in
stored electron bunches. An average beam current of 100 mA
already would correspond to a peak current of tens of amperes.
The beam transverse size can be made gquite small, down to a
millimeter or even less, giving a local density of thousands
of A/cm2 or more.

Rubbia's second polnt was that at high energies, electrons
radiate, so whatever momentum 1s transferred to them by cooling
a proton or antiproton beam will be carried away as radiation,
allowing the electron beam to preserve 1its size, though at the
cost of some enlargement.

Finally, the third thing pointed out by Rubblia is that at
high energies fast cooling rates are not necessarily required.
There are too possible applications of the high-energy

electron cooling:

1. It could be possible fto raise the beam-beam limit from

the canonical number of Av = 0.00% to, say, Av = 0.02, This

would increase the luminosity by an order of magnitude. Indeed
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larger Av values cause shortening of the beam lifetime because
of a hypothetlcal Arnol'd diffusion process. The effects of
this process can eventually be balanced with electron cooling.

2. The one-beam lifetime itself,even in the absence of the
second one, could be too small due fo processes like gas
scattering. The "heating" of the proton beam caused by such
process could then be balanced off by taking the "heat" away
from the beam by means of "electron cooling”.

In the following we shall look in more detaill at the
feasibility of high-energy electron cooling, especially in the
context of an experiment for the Main Ring with the alm of lengthen-
ing the beam lifetime. Although some approximation in our
approach cannct be avelided, we are nevertheless mostly interested
in a self-consilstent sclution which takes into account the
behavicr of the eguilibrium of the proton (antiproton) beam as
well as the electron beam, which we assume 1is circulating in a
storage ring.

At the end, we also look at the features of the electron
storage ring which, as one would expect, is mostly made of
wlggler magnets.

The Eleciron and Proton Beams in Absence of Cooling

The high-energy electron cooling scheme is the one outlined
in Figure 1. There are two rings: one could be identified with
the Main Ring where prctons are circulating at a constant energy
Ep and the other with an electron storage ring at energy Ee.

The two energies are adjusted so that the two beams have the
same velcecity. The two rings also share a long stralght section
cf length & where protcn bunches and electron bunches travel

together in the same direction. We make the obvious assumption
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Main Ring

wigglers

Electron Storage Ring

Figure 1. High Energy Electron Ccooling Plan
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that the two kinds of bunches are roughly matched in size and
length.

In the following we shall denote by subscripts "e" and "p"
the quantifies which refer respectively te the electrons
and to the protons.

In the absence of interactions between the two beams, we
can write the following eguations for the rms beam emittance

(e = 0°/B)

d e
at - P (1)
d e
e _ 2
T = "7 8t D (2

We assume both beams are round, namely, that they have the same
horizontal and vertical emittance.

In the absence of diffusion-like processes and of damping
effects, the emittances are normally considered invariants.
The diffusion coefficient Dp on the right hand side of (1) is
primarily given by gas scattering and similar effects. This
diffusion is not compensated by damping and will cause a
linear increase of the beam emittance with time. The beam-size
increase will stop when the beam edge has reached an aperture
limitation; after that particles will be continuously lost.
In observaticns in the Main Ring, the following was foundu

Ptorr
D =75 - m/sec.

pGeV/c

At 100 GeV, with a pressure of about 5x10_8 torr, this would

-10
correspond to Dp = 0.25x10 m/sec.
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In eq. (2), T is the synchrotron radiation-damping time
and De the quantum-fluctuation diffusion cocoefficient. The
electron beam would have an equilibrium emittance which is given
by

= _ 1
Ee = —2-TDe. (2)

This equilibrium value is reached in the e-folding time T1/2.
Observe that t and De depend strongly nct only on the beam
5

energy but also on the electron-beam storage ring lattice.

The Electron-Cooling Effect

We want now to modify eas. (1) and (2) to include the beam-
beam interacticn, which is supposed to lead to "cooling" of
the proton beam at the cost of some "heating" of the electron
beam.

Because of the large energy and since the electron beam 1s
aiready focused by the lattice guadrupoles and rf cavities, we do
not have to take intc account space-charge effects on the tra-
jectory of the electrons, and we do not have to gulde theilr
motion with a solencid as is done at lower energies. In addition,

one can easily verify that at larger energles

By << v Gy,

where 8,and 6, are respectively the longitudlinal and transverse
relative momentum spreads. Thilis 1s true for both beams. Thus we
are in the situation of a longitudinal flattened ellipscidal
distribution of velcecities. In this case, the transverse-energy
exchange between the two beams depends only cn the transverse
emittance of both beams and, therefore, can be decoupled from

the longitudinal-energy exchange. In this approximation, the usual
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formula for the damping rate of the transverse velocity is6

i _ 37 eqL np Ie/e
- 4 4 g 2 3°
r mpme c By ae 5] e

where m is the rest mass of a particle, L is the Coulomb

logarithm, g, is the ratio Q/Cp, where Cp is the proton ring

(3)

circumference, the fraction of the circumference over which cooling

takes place, Ie is the electron beam current within the bunch,
zﬂmlaeis the electron beam radius. We are assuming here that
beam bunches are cylindrical in share with uniform particle
distributions.

Equation (3) applies to the case of uniform velocity
distribution within the electron beam ellipsoild and for proton
transverse velocity less than the transverse velocity spread of
the electron beam. For the other case, QLe 8¢ the denominator
of the right hand side of (3) should eventually be replaced
with ng. To represent a more realistic distribution function
with slopes, we shall replace

3 5
8~ (ee+ep)

in the denominator of the right hand side (3). One should then
also introduce a factor £1 whiech depends on the distribution.
Since this factor is not much different from unity, it will be
negiected in the following.

An expression similar to (3), combined with (4), applies

also for the electron beam, provided Tp is replaced with Tas

m_ with Mg but not vice versa, and np, Ie and a, are replaced

respectively with Nes Ip and ap. Since the electron storage
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ring is smaller than the proton ring, ancd the lengths of the
rings are chosen to synchronize the trasversals of bunches, the
ratio ne/np is glven by the ratio of the number of proton bunches
to the number of electron bunches.

We shell also assume that along the common straight section
the RB-values of the two rings are constant and we denote them
with Beﬁ and Bp*. From the definition of emittance (sguare of

rms beam size/B*) then we have

a2 = EB* and 0° = E/B*, (5)

which we can use in the right hand side of (3).
Disregarding any other processes than the interaction

between the two beams, The emittance eguations ares

de m
S € (6)
: -
Tp D mp e
de m
e 2 D
—= = o= (e, -2 e ) (7)
dt Te e My P

where T is given by (3) combined with (4) and (5) and 1 by a
similar derivation. Equations (6) and (7) are equivalent to
the energy exchange between two gases put in contact at different
temperatures. Egullibrium is reached when the two temperatures
are equal. In ocur case the beam temperature isg given by me.
The times Tp and T are equivalent to the relaxaticn times to
reach equilibrium.

Observe that in terms of temperature, the relaxation times
for the two beams would be the same, but in terms of emittances

as shown by (6) and (7) the dependence on the masses is



-7- FN-311
1503

Thus the electron beam "heating" time is at least 2000 times
smaller than the proton beam "coocling" time.

When (3), (4) and (5) are combined together, they show that
Tp and Te depend cn the beam emittances €q ané e_ .

D
Self-Consistent Solution at Equilibrium for Both Beams

Let us now combine Egs. (1) and (2) with (6) and (7). We

obtaln

de m

P _ 2 e
- =D - = (g - —= &) (3)

dat e
B Tp P mp
de m
e . .2 _ 2 . P

a - De T Fe To (Ee m, o). (9)

The solution of these esguations will determine €a and ep as

function of time. Their eguilibrium, asymptotic values epm,
€oe @Fc calculated by setting the right hand side of egs. (8)

and (39} equal to zero.
Let us rewrite (8) and ($) by putting the dependence of €

and ep more expiicitly

=

£ - == &
dep P @p e
- = D - 10
dt p I<p . - 3/2 ( )
€ o]
Be Bp
p
de 5 Fe ~ . £
at - De - T % T Ke - e 3/27 (11)
€ p
e {— + —5)
¥ %
Pg B



-8- FN-311

15073
where
6ﬂ83L ane
€, = — CHBMYBB 7 (12)
e e
and
6me3L nel,
Ke = - ECJ‘IBL‘ 58 ¥ - (13)
e Y p
At equilibrium we have
£ €
e = —2S% (14)
P £ - €
e @
where Ee is given by Eg. (2 ) and
K_m
= 1. P —
e, = 2(TKp me)Dp = g'ﬂij. (15)

It 1s reasonable to assume that at equilibrium ee>>Ee; then
the proton beam emittance is given by (15) and T, would represent
the proton-beam "cocling"” fime near equilibrium.

From (12) and (13) we derive

2 ¥
m n. B I
o= (k) &le b
° Fe' b g L (16)

Observe the factor (mp/me)g, which is quite c¢crucial for our
analysis: one power of the ratioc enters because the ratio of
proton time Tp to the electron time Te is proporticnal to mp/me,
and the second power comes from the last term cn the right hand
side of (11), which represents heating of the electron beam,

which must be coped with by synchrotron-radiation damping (t).
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The balance equations (10) and (11) apply in the casec
that the two beams are matched in size and velocity spread

(at least approximately). If one wants to fulfill this condition,
* ¥ ¥
then €o ~ ep and Be ~ Bp = R . If one alsc observes that

mpep >> m € (that 1s, the proton beam is always "hotter"

than the electron beam) then at equilibrium the electron beam

emittance 1s given by

< £3/2
e = 2B (17)
e Dp c 1/2
Q

Application tc the Main Ring and CERN-3PS

Let us consider the example of the Main Ring at 100 GeV.
The electron-beam energy is then 50 MeV. The proton-beam

emittance, before gas scattering starfts te dilute it, is

ep = 2.2X10_8 m (18)

and the diffusion ceoefficient

Dp = O.25x10"10 m/sec.

If we want to "ecool" the beam so that it preserves its initial

emittance, then the cooling time required from eg. (15) is

T, = 1.76x10° sec (19)

*
From {(17), setting €s = Eg and taking B ~ 70 m, as it is

in the present Main Ring medium or long straight-section, we derive
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Kp = l.”x10"25 m/sec. (20)

Let us take £ = 10 m for the interaction length; then

ny = 1.6x10_3. In additicon, L = 15. Then we derive from (12)

and (20)
I, = 8 4, {(21)
]
. % %
affter having assumed Be ~ Bp ~ 70 m. The above is the peak
current within the electron bunch. It is & reasonable number.

With 1010 protons per bunch, the pesak current in the Main

Ring is about 1 A.
Let us assume that the number of proton bunches equals the

number of electron bunches properly synchronized, so that

Then we derive from (16) and (19) the required radiation-

damping time

T L. Y msec (z2)

This number is rather small.
The same calculation could be repeated for the CERN-SPS,
Here it seems that Dp is an order of magnitude smaller, because

7

ol better wvacuum. If all the other parameters remain unchanged,
as effectively they are, then the required radiation damping time

is also an order of magnitude larger, say around 40-50 msec.
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One can repeat the same calculation for larger proton
energies, say 200 GeV rather than 100 GeV. If cne adopts the
same procedure, which is to "freeze" the proton-beam emittance
to its dnvarlant value, then

ey ™ 1/p (p, beam momentum)

and presumably

From {(15) then

whereas from (17) {with €y ™ EO)

- 7/2
Kp 1/p

From

and, in conclusion, leaving Ip unchanged, from (16), we derive
that the required radiation-damping time increases with the beam

momentum as

T~ p2/? . (23)

Thus, at 200 GeV, for instance, 1 = 25 msecc. At the same time
the electron~beam energy also increases and reaching the required
damping time is easier. Thus this scheme 1Is better at higher

energy.
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The Electron 3torage Ring

In order to achieve a reasonable radlation-damping time at

low electron energy, wiggler magnets have to be inserted in

the electron ring.
Let us consider the case of Ep = 100 GeV which would

correspond to Ee = 50 MeV.

A A
S A
\-

A L -/

interaction region, &

Figure 2. Electron Storage Ring and Wiggler

The electron storage ring could have the shape shown in

Fig. 2. Let us define one wiggler unit as the combination of

magnets that gives a total bending angle of 2w and let us
assume that there are n such unlts.

The radiation damping time is

where Te is the revolution period and

(24)
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EM

e
U = 88.5 ——ngyl-n keV/turn (25)

€(m)

is the energy loss per revolution, Pe being the bending radius
in the wiggler magnets. The maghetic rigidity of the electrons
at 50 MeV 1s 1.67 kG'm; therefore, if we take a bending field

of 10 kG, which might already be too large for wigglers, then we
have

Pe = 0.167 m.

From (23)

Ue = 3.3 n eV/turn.

As is shown in Fig. 2 the circumferential length of the elec-
tron storage ring will be mostly determined by the space required

for the wiggler magnets. We can write
Ce x 2X27 Pa M

T = Eﬂ = ij_ié_j
C

e c

Inserting these expressions in eq. (22), we find that the radiation-
damping time is Independent of the number of wigglers. The result
is that the radiation damping time cannot be smaller than
100 msec, twenty times more than what is required (eq. (20)) for
Fermilab, but only two times larger than what is required for
CERN.

If one takes

C ~ 30m
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then one would reguire about 14-15 wigglers.
If the proton-beam momentum p 1s increased, fthen obviously
the electron-beam momentum must also increase. Then one has

the followlng dependence on the momentum p

which gives

T ~ 1/p. (26)

The radiation-damping time reduces only linearly by increasing
the momentum of the proton beam. In addition, the number n of
wigglers for the same storage ring circumference Ce would decrease
as 1/p. At the same time, the required damping time versus beam-
beam momentum is given by (21).

For the Main Ring at Fermllab, a balance between the reguired
damping time (21) and the damping time that can be achileved (24)
for an electron storage-ring circumference of 30 m 1s reached
at Ep = 250 GeV, which corresponds to Ee = 125 MeV. The damping
time is about 40 ms and about six wigglers are reguired.

Thus, in conclusicn, the project looks feagsible.
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